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Mixing Console 

        Midas M32 32 Mic/Line channels, Up to 16 Auxilary sends 

Midas DL32 Stagebox 32 Mic/Line channels, Up to 16 Auxilary sends 

 

Amplifiers and Speakers 

   6         DAS Event 26A, Powered, 400w, 2x6”, 2-way full range, compact line array (flown from lighting rig) 

   4         DAS Event 115A, Powered 600w, 15”, bass-reflex subwoofer  

 

Monitoring 

   2 

   5 

        RCF 310A 350-watt active speakers 

DAS Audio Vantec 12A, 750w active speaker 

  

Mics/DIs 

    1 Shure beta 58 

    5 Shure SM58 

    3 Shure SM57 

    1 Shu  Shure beta 52 

    1 Audix FP5 drum mic set 

    2 AKG C1000 

    1 Sennheiser Handheld radio mic 

    1 Sennheiser Lapel radio mic 

    2 BSS AR133 DI boxes 

    4 Studio Spares DI boxes 

    9 tall mic stands 

    5 short mic stands 

  

Record and Playback 

    1 M    Panasonic Blu ray player 

    1         Tascam CDA500 CD and cassette player 

    1         Tascam MD350 Mini disc recorder 

 

Computer 

   1         Mac Mini with M2 chip, 8GB, 256GB SSD  

 

Lighting 

    1         Chamsys QuickQ 20 

    8 Zero88 Betapack3 6 channel dimmers, total of 48 channels 

    2 LED 4 channel Pars 

    7 Chauvet SlimPAR 56  

    6 Rama Fresnel 1200 watts 

    7 Acclaim Fresnel 650 watts 

    7 Source 4 Junior profile 575 watts 

    1 Eurolite NH-110 Tour Hazer 

    4 Chauvet Intimidator Hybrid 140SR(moving head) 

    2 Chauvet Rogue R2X Wash(moving head) 

 

Projection 

   1         Panasonic 7k projector  

   1 Cinema Screen, 305cm x 229cm 

 

Orchestral Equipment 

   1 Samick upright piano 

 

Communication 

   2         Tecpro SMH210 headphones and headsets  



 

 

Drapes 

  10 Black house borders 

 

Stage Equipment 

   1          A frame ladder 

   2 Stage access steps from either side (by arrangement) 

   2 Black stage flats with braces 

 

 

Dimensions  

Stage Height 

Width 

Depth 

Height from stage to lighting grid 

50cm 

6m 

3m (can be extended to 5m on request) 

340cm 

  

 

 


